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SUMMARY

This report describes work done in developing a concept for the design of an effec-
tive debris-avoidance radar for use on high-speed ships. The work included experiments
to measure the echoing characteristics of the disturbed sea surface and of rigid debris
floating on the surface in various sea states. The goal was to find a way t suppress sea
return and detect debris.

A dual-frequency X-band radar with selectable polarization and variable puse length
(0.5 to 0.02 ns) was developed for this purpose. Measurements were made near shore
in the Chesapeake Bay and in deep water of Boca Raton, Florida.

The experimental program revealed significant differences between echoes from the
sea surface and those from rigid floating debris.

Sea return was found to be very improbable in any given range resolution cell for
pulse lengths of 100 ns or less. When large sea returns (often called sea spikes) were
received in any resolution cell, they lasted for less than 2 s and were not repeated in
that cell for 15 to 100 s. In addition, all X-band sea return in any sea state was found
to be amplitude modulated with a high percentage of modulation at frequencies an the
order of 50 to 170 Hz. In any sea state, the probability of sea return in any given reso-
lution cell was found to be much higher with vertical polarization than with horizontal
polarization.

Returns from rigid floating debris were found to have much lower amplitude modu-
lation frequencies than sea return in any sea state tested and with any polarization em-
ployed. In addition, the probability of a return from rigid debris was much higher than
the probability of sea return in the range cell occupied by the debris for pulse lengths
less than 100 ns.

A theoretical model explaining the sea return characteristics was developed It
demonstrates that conventional radar could not be used to detect debris because it
would suffer an unacceptable false alarm rate due to the random appearance of sea
spikes.

The difference in the modulation frequencies of sea and debris returns was used
in developing a detector that eliminates sea spikes and detects debris return. This de-
tector requires the radar to dwell on any resolution cell for about 20 is. Thus, the
proposed radar employs multiple fixed beams covering an angular sector in front of the
ship.
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HIGH-RESOLUTION RADAR SCATTERING CHARACTERISTICS
OF A DISTURBED SEA SURFACE AND FLOATING DEBRIS ,

INTRODUCTION

This report will describe work done in developing a concept for an effectve.dbws-_,
avoidance radar for high-speed ships. The work included both experimentalanjttt
ical efforts and resulted in a better understanding of sea scatter phenomena anm; ai~w-
concept for debris detection radar design.

The goal of this study was to find a technique for designing a radar that wbld
detect debris floating on a disturbed sea surface. The problem was to differer~4;.j
tween echoes from debris and those from the disturbed sea surface.

The approach to the problem was to measure the characteristics of sea retuign~asa;-
function of polarization, carrier frequency, range resolution, angle resolution, tdiip
The samre measurements were then made on rigid debris floating on the water, .4nm
parisons were made to determine whether there were any characteristics that W~u147 dgs-
tinguish one from the other.

INSTRUMENTATION

A schematic of the radar developed to study debris and sea return is shown n i
1. Two continuous-wave (CW) signal generators are used as carrier sources. n
is tuned to 8.6 GHz, and the other to 9.2 GHz. The outputs of these two genem-Q.,c93tM
added in a hybrid and amplified in a traveling wave tube (TWT) chain; they theni-excitek
the input of a normally open diode switch. This switch is closed for the duration~.la
pulse from a timing generator. The minimum usable pulse length is 20 ns, and ;.
mum pulse length is limited by the pulse repetition period of the timing generatoiaWkieh
is variable from 0.02-1 ins. The output of the switch passes through a circulatoi, -thmt
through a polarization selector switch, and is radiated from an antenna as eitheraL-,veia---
cally or horizontally polarized wave. The antenna is a parabolic reflector either; 1I-& ":
2.67 m in diameter with orthogonally linearly polarized feeds separately netdt,-
the polarization switch.

Radar echoes that enter the antenna pass through the polarization switchad:te
the radar receiver through the circulator and a diode switch that is closed by a e'e4,we

s ,'."-_ Al','-

gate pulse from the timing generator. The output from this switch passes thou.r
calibrated variable attenuator and is amplified by a low-noise TWT chain. The owktfu
of the TWT chain enters port A of a four-port circulator and couples to a bandj6,s;_t
filter that is 200-MHz-wide, tuned to 8.6 0Hz, and attached to port H of the cuqh

c, .!Q,

Manuscript submitted May 18, 1977.
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LEWIS, HANSEN, OLIN, AND CAVALEHI

Fig. 1 - Instnuentation radar

The 8.6-GHz signal passes through this filter, and the 9.2-GHz signal reflects back into
port B of the circulator. The 9.2-GHz signal exits from port C of the circulator and
passes through a bandpass filter 200-Mhz-wide and tuned to 9.2 GHz. The outputs of
these two filters are rectified in separate detectors and amplified in separate wide-band
video amplifiers. The outputs of these amplifiers are displayed as real-time video on a
two-channel oscilloscope and are also used as inputs to two range-gated sample-and-hold
circuits. The gated stretched outputs of the sample-and-hold circuits are displayed as
time functions on a two-channel oscilloscope and are also recorded on a two-channel
magnetic tape recorder

Figure 2 is a schematic of the data recording complex. A television camera with a
zoom lens was mounted on the radar antenna with its field of view centered on the radar
field of view. Two other television cameras were used to record the real-time video and
the range-gated time functions displayed on two-channel oscilloscopes. Spliscreen tech-
niques were used to record the output of all three television cameras on the same television
recorder. This ensured time synchronization of the radar data and the optical picture of
the sea surface that produced the radar echoes.

CALIBRATION

The system was calibrated using a corner reflector with a known equivalent scattering
cross section of a = 24 m2 (Fig. 3. The variable attenuator at the input to the receiver
was adjusted so that both the real-time video and the gated stretched video were at the
upper end of the linear range of the system.
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SYNC

TV TWO-TRACE REAL-TIME V RD ANT

CAMERA n OSCILLOSCOPE
CAMERA OSCILLOSCOPE R

SPLIT-SCREEN . . . ._______;

VIDEO RECORD

Fig. 2 -Recording instrumentation I

In Fig. 3 the right-hand section of the picture is the view from the boresgha 1e-mran.
The inset at the bottom left is the real-time video and the range gage. The loWgtfittxis.'
8.6 GHz, the middle trace is 9.2 GHz, and the upper trace is the approximateimate
position. The sweep speed for the real-time video was 50 ns/cm, or 500 na periiep
The inset at the top left is the gated stretched video with 9.2-GHz top and 8.64lItBttom
trace. The sweep speed of these traces was 20 ms/cm (0.2 s per sweep). The 4rflk
spot on the boresight picture is the region filled by the radar beam at rangeslo ln
to minimize the parallax between the TV camera and the antenna. The dotteidieffinR
this dark spot are the region covered by the 20-ns range gate when the beam stiilf 4 the
water at a 4.60 grazing angle viewing the disturbed sea surface.

In these measurements, the radar pulse repetition frequency was 50 kHz. 

EXPERIMENTAL RESULTS

The first measurements of sea return were made at the Chesapeake Bay withithe1-m
diameter radar antenna, 4 m above the mean water level. The radar beamwidftit
antenna was 2.60, and the center of the beam impinged on the water at a disancWik0,r.
These values yielded a 2-m cross-range resolution cell at the center of the beamW64iazing
angle of 4.60. The radar pulse length and range gate were 20 ns long, yielding a>E4g;;
resolution of 3.33 m.

Figure 4 typifies data obtained with vertical polarization and with 1- to I.]itg s
The individual pictures were taken sequentially in time with approximately 03s t n
pictures. This time interval corresponded to the time between sweeps of the d,$ljie'

3



LEWIS, HANSEN, OLIN, AND CAVALERI

(a) 50-dB attenuation in receiver

(b) 15-dB attenuation in receiver

Fig. 3 - Calibration via corner reflector (a = 24 M2 )
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portraying the gated stretched video. It should be noted that the real-time vidib tf djo-
in these pictures corresponded to the last displayed stretched video only when;tle>l WRW
were taken before the stretched video sweep ended. In all data, the oscilloscopisj from
left to right in time.

Figure 4a is the start of the sequence and reveals 8.6-GHz returns (real-time--"
from two waves, one in front of and the other behind the range gate. The lat$tiJr~s
to originate from the sharp peak or crest of the second wave, and the former pz $ to
the whitecap on top of the first wave. No returns are evident on 9.2 GHz.

Figure 4b portrays the sea surface 0.3 s later, with a large wave in the ranga gw±hiut
no real time video returns evident on either frequency. The stretched video, oUp<tey..
shows evidence of some small returns on both frequencies between pictures. ,. .'.

... ..~ . -
Figure 4c was taken 0.3 s after 4b and shows whitecaps at the two sides o4Qe

in the range gate, a real time video return at 8.6 Hz (note the pulse fim-in), ai en
both frequencies in the stretched video display. The largest peaks in the stretdij. 4 I

correspond to an equivalent scattering cross section a on the order of 1.6 m2 W.irew-' -
lution cell. The stretched video also shows that the return is heavily amplitude npd d
with nearly 100% amplitude changes in times on the order of 10 ms. '7:, ;a4-4

Figure 4d, taken 0.3 s after Fig. 4c, shows a whitecap filling the azimuth.rAiikus<
cell as the whole wave breaks. Returns are evident on both frequencies in the ,raaile
data, and large returns are evident in the stretched video traces. The width of
whitecap in range is on the order of 1 m, and the peak equivalent scattering c.
evident from the stretched video are in excess of 4 m2 at 9.2 0Hz and 7 m2 at&& --
Note that the two frequency-stretched video time functions appear to be unc
one would expect, due to the large frequency difference (600 MHz).

Figure 4e, taken 0.3 s after Fig. 4d, shows the whitecap moved toward tt.4u .r
range side of the range resolution cell. The stretched video shows an extremeliflt
return on 8.6 GHz that actually went off scale and saturated. This required aovnksfs
of 10 m 2 . s

The next picture in the sequence (4f) shows large real-time video almost o.ut pttbp
range gate, and Fig. 4g completes the sequence of the wave moving through thpeigpWjkte.

Figure 5 is another typical vertical polarization sequence of a whitecap fo b -
moving out of the range gate. Note that the wave traveled about 1.33 m in IM2faiiit
the size and shape of the broken water region were constantly changing. The b,0'
values in this sequence were on the order of 7 M2 . Figure 6 is a wave sequenegt&t

Figure 6 is a wave sequence taken with the radar polarized horizontally. I*b e
data, the calibrated attenuator was varied to increase the receiver sensitivity- by&"- ';
time intervals between pictures in the sequence were 0.3 s, as in the verticalllyfr ;I
case, and all trace speeds were maintained.

Figure 6a shows a whitecap forming on a wave at the outer end of the ran ge1 W.
tion cell. Note the optical image of the whitecap in the water in front of the .uhWqip

7
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LEWIS, HANSEN, OLIN, AND CAVALERI

This optical imaging was noted many times in the measurement program and will be shown
to be significant in later sections of this report. Real-time video is evident, but the stretched
video trace had ended prior to the video occurrence and shows no data.

Figure 6b shows the whitecap greatly increased in size and indications of returns on
the gated stretched video traces. The peaks in those traces correspond to a values of 0.2
n2 .

Figure Gc shows larger echoes on the stretched video traces, with peak a values of
about 1 m2 . Note the characteristic high-frequency, large-percentage amplitude modulation
on the echo as a function of time.

Figure 6d shows both real-time video and previous echoes from a values on the order
of L5 m2 peak. Figures Ge and 6f complete the sequence.

Figure 7 is another typical sequence with horizontal polarization. Figure 7a starts
the sequence with no visible returns but with a large wave in the resolution cell.

Figure 7b shows the wave starting to break and evidence of radar echoes in the gated
stretched video. The peak echoes on 9.2 0Hz were from a values on the order of I n 2,
and those on 8.6 GHz were on the order of 0.5 m2.

Figure 7c shows the wave break expanding across the azimuth resolution cell. Real-
time video is evident, and rapidly modulated returns are evident in the gated stretched
video. The a values in this picture were in excess of 15 m2 at 9,2 GHz and 0.5 m2 at
8.6 GHz.

Figure 7d shows evidence of a very large return on 8.6 0Hz (u - 2.5 m 2), and the
wave is broken over most of the azimuth resolution cell.

Figure 8 shows the radar return from a semisubmerged platform on both horizontal
(Fig. Sa) and vertical (Fig. Sb) polarization. Note that the echo is modulated as the water
rises and falls. Note also that this modulation is very low in frequency compared to that
characteristic of echoes from breaking waves.

DEEP WATER DATA

Sea return measurements were also made at Boca Raton, Florida, in deep water. In
these measurements, the 2.67-i-diameter antenna was employed with a 10 beaiwidth.
The antenna was mounted on top of a building 13 m above mean sea level, and the center
of the beam intercepted the water at a distance of 530 m. This produced a grazing angle
of about 1.40. The boresight television camera field of view was narrowed to permit it
to cover the radar beam in azimuth (1°) on the split-screen display, and it provided a
vertical field of view.

The 530-m range and t° beamwidth produced an azimuth resolution of about 10 m,
and the 20-ns pulse yielded a range resolution of 3.33 in.

12
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LEWIS, HANSEN, OLIN, AND CAVALERI

(a) horizontal polarization

(b) vertical polarization

Fig. 8 - Return from partially submerged platform
(1-dB attenuation in receiver)
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Whitecap data obtained from this site with 1- to 1.3-m waves were very ii4]qto
data obtained at Chesapeake Beach. However, an opportunity occurred to ob i
caps from waves traveling across the field of view. Data from these waves revglb,$rnuch
higher frequency amplitude modulation than those from waves breaking towahl-.&9aclar.
Autocorrelation times on.the order of 3 ms were observed. Figure 9 is charactest]&of:
the returns for vertical and horizontal polarization. (The triangular marker oh. thb,,i:-
of the boresight picture marks the range gate position.)

The increased frequency of the amplitude modulation can be explained- by tSffelin--
creased rate of growth of the whitecap in range due to the angle between the,œ ,wixt
and the line of sight. Note that the growth rate of the Chesapeake Beach whlit#6ap,. P
(Fig. 6) was much higher along the water wavefront than normal to the wave a1CI.Uf-
ferences of 4 to 1 were common.

Data were also obtained on small unbreaking waves at Boca Raton, Florida.: JTbse
waves ranged from 0.15 to 0.3 m in height. Analysis of this data has not been4 pqtd
at this time. However, several obvious facts were noted. These were as follows: a

1. The echoes (Fig. 10) had the same temporal and spatial characteristicsafhose
from whitecaps but were much smaller in magnitude. They had autocorrelation ,thes''-
of 10 ms or less and were widely separated in range (relatively improbable ina.ygvq
range resolution cell). 

2. Echoes on horizontal polarization were less probable than on vertical pojmzcaton
but were higher in amplitude when received. The latter effect was attributed tTt-, fet
that the angle of incidence on the waves was near Brewster's angle for vertically. Ed '
radiation.

3. The lifetime of any return was on the order of 1 s or less.

MEDIAN EQUIVALENT SCATTERING CROSS
SECTION OF WHITECAPS

The large equivalent scattering cross section of whitecaps at small radar d'e-p&reipo. '
angles can be explained theoretically by assuming them to be very rough surfae eitt:i :
wavelength of interest (3 cm). Such rough surfaces scatter incident radiation iiau]IJdhec-
tions in the upper half space.

The grazing angle of the radiation on the whitecap can be approximated;by tM.surm
of the radar depression angle and half the slope of the wave when it breaks (3O.tihus;
for small depression angles, the power intercept area of the whitecap can be the .,

As Asin15' = A/4, - ("4,

where A is the actual area of the visible whitecap.

15
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With this power intercept area, the equivalent scattering cross section is

O = As G = A14, (2)

where GS is the gain of the scatterer in the direction of the radar receiver. Gs in this
case will be determined by the roughness of the whitecap, by the fact that energy can
scatter only into the upper half space, and by the fact that an image of the whitecap
will form in the surrounding unbroken water, i.e.,

G = GR GU ST (3)

where GR is the roughness factor, 0 HS is the half-space factor, and GT is the target-
image factor.

For very rough surfaces GR 1, GHS = 2 and GT = 2, since the image of the
whitecap can have the same power intercept area as the whitecap. With these values,,
Eq. (2) becomes

a=As. (4)

It should be noted at this point that the a, given by Eq. (4), is the mean value.
Since the target and its image are illuminated by coherent radiation, they can interfere
constructively and destructively. In addition, the coherent scatter from the different
portions of the rough surface can interfere constructively or destructively. In fact, the
whitecap's height above mean sea level and its size and structure wil change with time.
This will cause severe amplitude modulation of cr with time, as observed in the data ob-
tained in sea return measurements.

The measurement program revealed that Eq. (4) is useful and reasonably accurate.
Dividing this equation by A to obtain a yields a = I m2/m2. This is on the order of
35 dB greater than the U( quoted in standard tables for sea scatter in low-resolution
radars for sea states 3 and 4 and 3' grazing angles [1]. The difference can be justified
by the large ratio of sea surface not covered by whitecaps to that covered by white caps.

Applying Eq. (4) to the data in Fig. 4d, where A 8 was noted to be I m deep in
range by 2 m in azimuth, would yield an average a - 2 m2. This is in reasonable agree-
ment with the data, considering the statistics involved.

MULTIPATH EFFECTS

Interference between the echo from the whitecap and its image can produce a rela-
tively slow modulation on the composite return as the object and image spacing vary
with time. As previously noted, images have been observed at optical frequencies and

16
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(a) vertical polarization

(b) horizontal polarization

Fig. 9 - Returns obtained in deep water, 20 ms/cm
sweep; stretched video
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(a) vertical polarization

(b1 horizontal polarization

Fig, 10 - Returns from small waves in deep water
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would be even more likely at microwave frequencies. Whitecaps appear frequenitly~-9tsea
state 3, for which the wave height and period are about 1.25 m and 4 s, respeciv4 :_yAt
a wavelength of 3.3 cm (corresponding to 9.1 GHz), the vertical lobing pattern a',t
(0 = sinc1 X/2H) is about 0.80. For the CBD tests the grazing angle was 4.6, rte
radar antenna was located in the sixth lobe of the whitecap interference patterr1}WFar;he
4-s period, this suggests a maximum detected modulation frequency of 3 Hz. _;A.,E-fl'
radar operating ranges, the grazing angle will be much less. I it is less than . .{hij
signal variation due to multipath will be at the wave period, corresponding to :a-freque-cy
of 1/4 Hz. The elevation lobing phenomenon is suggested as one reason for obsrvd tme
delays that often occur between the formation of a whitecap and the reception' ofthe
sea spikes. It can also explain the relatively long time in which either the 8.6or G.'2 G. Hz
return is detected in the absence of the other.

POLARIZATION DEPENDENCE OF WHITECAP ECHOES

All the data taken in this study revealed that the equivalent scattering cross L n
of broken water (whitecaps) was on the order of 5 dB higher for vertical polariiA4;than
for horizontal polarization. This agrees with Nathanson [1]. However, this di1feroeris
not predictable on the basis of scattering from a randomly rough surface. Suph a.bise
should scatter all polarizations equally.

A possible clue to the cause of this polarization sensitivity was obtained frein.6choes
from sharp-topped, unbroken waves. Such echoes are much higher for vertical' a6fztion
than for horizontal polarization. The sharp top acts as an impedance discontinitEoK,
surface currents induced by incident radiation. Such currents partially reflect f&r`in,4his
discontinuity and radiate backward like long-wire standing wave antennas [2,3] 'wit 4siw_.
nificant directivity and gain. An example of such augmentation of equivalentsate
cross section is evident in the variation of a with incidence angles of radiation' eb*4kig
wire.

Skolnik [4] shows such a plot for a rod 39 wavelengths long and 1/4 waveJngfth in
diameter. This plot shows u falling off rapidly with the departure of the grazinganglje,
from 900. However, begins to rise again at small grazing angles and peaks at.aboitia8`
to a value several orders of magnitude greater than that at larger grazing anglea4.;,';
angle is the position of the largest radiation lobe of such a rod when excited by.:.&oi:nt,
at the frequency of interest, inserted at one end.

This mechanism could explain the polarization sensitivity of sea scatter sincei.tjhgh-
gain lobes make small angles with the reflected surface current and since no relefedsur'
face currents are produced by incident radiation with the E field parallel to the: . tpp 
of the wave. Vertically polarized radiation will induce such reflected currents.onwe
tops with the maximum scatter gain back in the direction of the radar (in monogra. 
systems), as shown in Fig. 11. Horizontally polarized radiation can induce such eted
signals, but the reflected surface currents will make big angles with the line of siht"fcom
the radar (Fig. 12) and the large high-gain long-wire lobes will miss the radar.. 
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VERTICALLY POLARIZED RAINATION FROM RADAR

E y STANDING WAVE LONG WIRE
ANTENNA PATTERN

HI= WATER WAVE

ISR/ CIDENT CURRENT)

Z•EFLECTED CURRENTS

Fig. 11 -Vertically polarized scatter from water wave

WATER WAVE

STANDING
WAVE LONG

WIRE ANTENNA
PATTERN

SURFACE CURRENT

EX-

/ ~ INCIDENT RARIATiON
K FROM RADAR

E

Fig. 12 - Horizontally polarized scatter
from water wave
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This phenomenon can be very important in the case of whitecaps, where th. an
abrupt discontinuity between the unbroken water and the broken water fallindq the
face of the wave (Fig. 13). In this case, echoes from horizontally polarizeii:ao
would originate mainly in the rough broken water, while those from vertically pld
radiation would originate both in front of and within the broken water. -

,,-,,-WHITECAP

DISCONTINUITY Z'
WAVE

Fig. 13 - Discontinuity at whitecap-wave interface

Future work is planned to test this hypothesis using bistatic radar meapruzmjtbof
.sea scatter.

THEORETICAL SCATTERING MODELS

Many hours of high-resolution radar sea return recordings were made in ,hi Cqiapeake
Bay and in deep water off Boca Raton, Florida. In all cases, large returns w.,.et-ai to
be associated with broken water in whitecaps; returns from unbroken water 4.e,*f.M h
smaller. In all cases the returns were found to be amplitude modulated, with ila1M$ly'
high frequencies and high modulation indexes. If these findings are generall.pmil,
they provide a basis for discriminating between sea return and echoes from kii'W8bris
floating on the water, because the latter would display much lower frequency4a~ltude
modulations. The general applicability of these observations would be more a9¶9ptfie,
if theoretical analysis explained and predicted the modulation characteristics" ofetrn.
As a consequence, a theoretical analysis was undertaken.

The approach to this analysis was to construct a series of possible mod4k.0*hesur-
face and to compare calculated scattering from these surfaces with measuredtl48Nthe
sea surface.

In modeling the surface, it was noted that coherent illumination at lowbggjngles
at a wavelength X would define the autocorrelation length in range to be /4;tie;e:oes
from scatterers separated in range by less than A/4 would be correlated and wouI4,iefere
constructively. It was also noted that the autocorrelation time of the X-band eohoes.49m
whitecaps was on the order of 10 ms, and that this corresponded very closely seihloserved
time necessary for the whitecap to grow or shrink in range length by A/4. hisge$,h. rate
was also measured by B. L. Hicks et al. [ 51. As a consequence, all models rnwJ1sone
scatterer per X/4 range increment, rather than a continuum of scatterers. '

All models of whitecaps were based on the assumption that the whitecap jt e,rom
zero size, grew in range to a finite value, then shrank back to zero. This growhrl.Q'rk
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rate was assumed to be on the order of 2/4 in 10 ns. These assumptions were based on
hours of visual study of the sea surface via television cameras with known frame rates
and thus were not completely arbitrary.

The various models constructed differed in the degree of randomness of the surface
and in the ratio of internal to external autocorrelation times. The latter is the time of
addition of an extra 244 zone, and the former is the decorrelation time of scatterers in
zones already formed.

The first model of the surface to be constructed assumed that the amplitude of the
reflected signal from the nth 244 zone added would be represented by

en = - )(1-l (53

where V, was picked from a table of random numbers uniformly distributed between 0
and 1 and k was the assumed randomness, having a value from 0 to +1. The equivalent
scattering cross section of a surface composed of n zones was then defined to be

a = ( i 6)

Differences in internal and external autocorrelation times were incorporated by up-
dating (drawing new random numbers for) already formed zones when such zones were
r zone additions old. For example, an m = 1 would imply equal internal and external
autocorrelation times and was instrumented by summing new random numbers for each
zone every time a new zone was added. Thus, er, involves different random numbers
from those forming an- or a,,. An m = 5 would imply an internal autocorrelation
time five times longer than the time required for the surface to grow by one zone. Thus,
new random numbers would be drawn for zones that are five zone additions old.

For all models, a was plotted against n- (the number of zones formed) for five
different realizations of the surface (five different sets of random numbers) and for k
values of 1, 0.50, and 0.25. In all cases nmax was taken to be 128, which at X-band
would correspond to a whitecap 1.05 m long. n addition, the spectrum of the resultant
time function was plotted by passing the function through a 128-point fast Fourier trans-
form (FT) program. Since only real numbers were used, the plot was extended only
to 65 frequencies, because frequencies from 65 to 129 would be the mirror images of
those plotted.

Figure 14 is a plot of a vs n for h = 0. Note the varation from to to , etc.,
as zones are added (as would be expected). The spectrum in Fig. 14 is the result of
passing the a values through the FFT, which produced a DC term and a term at half the
sampling rate.
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(a) u vs n

{bJ

(b) power P vs frequency f

Fig. 14 - Random-amplitude model, k = 0
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Figures 15a through 1Se are and spectra plots of different realizations (different
random numbers) with k = 0.25 and m = 1. In these plots, the vertical scale is fixed by
the largest value encountered, and the spectra are the result of passing the amplitudes
associated with the a values through the FET. In these spectra the amplitudes were
equally likely to be positive or negative. Note that the largest peaks are on the order of
eight times the value for one zone, which in this case is dominated by the coherent com-
ponent and is evident at t = 1, 3 and 5.

Figure 15f is the average spectrum of the five realizations with k = 0.25 and m = 1.

Figures 16a through 16e are the and spectra plots of five different realizations of
k = 0.5 and m = 1 with the vertical scale normalized to the largest peak. Note that the
largest peaks have increased with respect to the average a for one zone due to the increase
in h. Again, the spectra resulted from passing the amplitude values from which the a
plot was derived through the FFT. As a consequence, the DC component is relatively
small compared to the total power in the spectrum. Figure 1Sf is the average spectrum
of the five realizations.

Figures 17a through 17e are the result of h = 1, i.e., a completely random surface.
Note that the largest a values are many times that for one zone and the spectrum contains
many high-frequency components plus a DC term. Figure 17f is the average spectrum.

Comparison of these data with the experimental results shows good agreement, es-
pecially with k = 1.

Figures 18 through 20 are the results of h values of 0.25, 0.5, and I and an m value
of 5; i.e., zone updates every five zones added. These results give longer spikes (longer
autocorrelation times) than were evident in the experimental results.

The agreement of the model used for Fig. 17 with the measured data indicates that
whitecaps are very rough surfaces with nearly equal internal and external autocorrelation
times. The agreement also adds confidence that the water dynamics will always produce a
sea return with high-percentage high-frequency amplitude modulations.

The previously discussed theoretical models employed only random amplitude. The
return from each zone was assumed to come from the center of the zone. Another type
of model was also developed that allowed both the amplitude and phase of zone returns
to vary.

In this model, the return from the nth zone was defined as

en= I? n'(1 Vni)cos [kQ - Vnz)g + i sin [h.-. Vj) (7>

where k is the randomness factor 0 < k < I and Vjl and Vn 2 are two random numbers,
each uniformly distributed between 0 and 1.
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Figures 21 through 23 and 24 through 26 illustrate the results of this ,mo.'ltiwith
k = 0.25 and 0.5, and 1, and with m = 1 and 5. A comparison of these results ......
those from the random-amplitude-only model reveals very little difference in .
However, the DC component of the spectra of the m 1 data appears to be-,, R4twthe
random-amplitude and random-phase data. .

It should be noted that scatterer separations of greater than X/4 could h-aWen.used
in all these models with no significant changes. However, separations of less-tii/4o,'.4
would have correlated the surface and made every zone nearly equal in magniditJ a
phase center in the center of the zone.

It should also be noted that these models can be used to explain the sBall-WaVeoca
Raton data obtained in the absence of whitecaps.

DEBRIS CHARACTERISTICS

The radar echoing characteristics of rigid debris floating on the sea surface- weretudied
both theoretically and experimentally. Oil drums, logs, and aluminum-coveredp jgpilon
milk bottles were considered and measured. -

A comparison of the echoing characteristics of solid debris and the sea suii, erjealed
that returns from debris floating on the sea had much lower frequency-amplitud34iodula-
tion than sea return. Figure 27 is typical of the data obtained. This figure i'tl4,,)eA0iUred
(vertically polarized) echo signal from an anchored plastic gallon milk bottle cqvII.K'ijth
aluminum foil. The gated stretched video was recorded on a visicorder. Thelo#-fgqbency
modulation was produced by 2-ft (0.6 m) waves swinging the bottle on its tetez.gdsby
interference between the bottle and its image in the sea surface. This piece of:d*twas
taken in the absence of a whitecap in the resolution cell. Note that large re
and 9.2 GHz were received at different times. This indicated the aforementionetarge t
image interference phenomena. -

Figure 28 is equivalent data taken with the radar polarized horizontally. AeiAlt
whitecap was in the resolution cell in the left hand portion of this recording ind74ld
relatively high frequency modulation components to the bottle return on 8.6 iQIs.2'

Figures 29 and 30 show sea return data from a breaking wave on the two diffeaent
polarizations for comparison purposes. Note the large percentage of high-frequc npli-
tude modulation on the sea return.

Calculation revealed that a 3.33-m-long log would have to be seen near broadpide;
rotating at 0.5 rad/s about a vertical axis normal to its long axis in order to pdtcetsdu-
lation frequencies near those characteristic of sea return. It is obvious that swi: gtqzitxon
could not exist for any extended period of time. This, coupled with the obsered fdMat
whitecaps are very improbable in any given resolution cell, provided the conce ep
for design of an effective debris-avoidance radar.
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DEBRIS-AVOIDANCE RADAR CONCEPT

The difference in the amplitude modulation characteristic of rigid floating debris and
sea return suggests that percentage modulation vs time might be used as a discrininant to
suppress sea return. Figure 31 illustrates one way in which such a discriminant might be
instrumented. The radar return signals are delayed by integral multiples of the transmitted
pulse repetition interval in a tapped delay line similar to those used in moving target indi-
cators (MTI). The outputs of the taps are subtracted from each other as indicated to de-
tect high-frequency, large-percentage amplitude modulation on echoes in any given range
resolution cell, If such modulation is detected, the output from one or more of the sub-
tractors will exceed a preset threshold and inhibit a gate to block passage of that video to
a display. Since sea return fluctuates by more than 6 dB in less than 20 mS and debris
echoes remain constant for much longer intervals, this instrumentation win block al sea
return video and pass debris video.

INHIBiT

I I _~~~INH IBIT|

INPUT -T T SIGNAL

- - TO DISPLAY

T ~~~~INHIBIT

Fig. 31 - Proposed sea return suppressor

This instrumentation should not materially reduce the probability of detection of
debris, since sea return is expected only about 1% of the time in any given range cell.
Thus, when sea return and debris return come from the same cell and that cell is blocked,
the blockage will correspond to a mere 1% reduction in viewing time.

To employ the percentage-modulation-vs-time discriminant, the radar must dwell on
the same region long enough to suppress sea return and ensure debris detection. Such long
dwells can be provided by employing a roll- and pitch-stabilized antenna with multiple
azimuth beams filling a 100 or 200 sector looking forward in the direction of the ship
motion. The beams can be spoiled downward to permit observation of the sea surface
near the ship but should be limited in width above the horizon to reduce weather clutter.

The azimuth beamwidth and range resolution should be designed to ensure low proba-
bility of including a whitecap in any given resolution cell. A study of the measurements
made to date reveals that 1t beamwidths and 20-nS pulse widths should be adequate for
ranges between 1.6 and 4.8 km.
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Frequency diversity in the form of simultaneous short pulses on different 'cAr-!.
frequencies would improve the probability of detecting debris by filling in th.eefrtion
lobing nulls produced by target and image interference.

PLANS FOR THE FUTURE

Plans for the future include the following:

1. Bistatic measurements of sea scatter as a function of polarization andifequeey-
will be made, to test the long-wire scattering model.

2. Monostatic sea return measurements using short pulses on a 3-GHz cprnOflllbe
made, to verify the linkage between echo autocorrelation time and the time reqiketo:
add or subtract one 744 zone to a whitecap.

3. Three extra sample-and-hold circuits will be added on each X-band freency,:and
four contiguous range cells will be gated. A target will be anchored in one of:tWet%1.
range cells, and target and/or sea returns will be recorded on magnetic tape fni. eb..
stretcher. These data will then be processed to determine the optimum thretdia4oid
suppressing sea return and detecting debris. i..

4. A multibeam radar will be instrumented and fitted with the proposeddataroces-
sor and will be tested at sea.

SUMMARY AND CONCLUSIONS .

The experimental measurement program revealed that high-resolution X-bend.r zadar.
echoes from a disturbed sea surface are very improbable in any given resolution.celbfd
that when they occur they are always amplitude modulated with a high modulatitRehdex
and have a lifetime on the order of 1 s. The modulation function was observd tk!ave
autocorrelation times of 10 ms or less. Echoes from rigid objects floating on te; ied
sea surface were found to have much longer autocorrelation times than echoesfoiiJbe
sea. This difference was used in designing a signal processor that would suppre steqehoes
and permit detection of debris echoes. -

Theoretical models of the sea scattering phenomena were developed to explAiithe.
temporal and spatial characteristics of sea return. In addition, the effect of rd..g;ppwariza-
tion on sea returns was considered and an explanation for its effect was sugges; 'de4n e
theoretical work aided in justifying the proposed debris-avoidance radar conciNep ht',iwais
derived from the experimental data.

The principal conclusion that can be drawn on the basis of this effort is-th'V `zthoud
be possible to design an effective debris-avoidance radar for high-speed ships. n .fjs0is n
of this conclusion, continuation of the program is recommended.
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